
 

 

 

 

Toughening Limits by Glass Thickness 

(m) 0.5 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.0 3.1 3.2 3.3 3.4 3.5 3.6 

0.5 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 5 5 5 5 5 5 5 5 5 5 5 5 

0.6 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 5 5 5 5 5 5 5 5 5 5 5 5 

0.7 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 5 5 5 5 5 5 5 5 5 5 5 5 

0.8 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 5 5 5 5 5 5 5 5 5 5 5 5 

0.9 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 5 5 5 5 5 5 5 5 5 5 5 5 

1.0 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 5 5 5 5 5 5 5 5 5 5 5 5 

1.1 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 5 5 5 5 5 5 5 5 5 5 5 5 

1.2 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 5 5 5 5 5 5 5 5 5 5 5 5 

1.3 4 4 4 4 4 4 4 4 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 6 6 

1.4 4 4 4 4 4 4 4 4 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 6 6 6 6 

1.5 4 4 4 4 4 4 4 4 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 6 6 6 6 6 6 

1.6 4 4 4 4 4 4 4 4 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 6 6 6 6 6 6 6 6 

1.7 4 4 4 4 4 4 4 4 5 5 5 5 5 5 5 5 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 8 

1.8 4 4 4 4 4 4 4 4 5 5 5 5 5 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 8 8 8 

1.9 4 4 4 4 4 4 4 4 5 5 5 5 5 6 6 6 6 6 6 6 6 6 6 6 6 6 6 8 8 8 8 8 

2.0 4 4 4 4 4 4 4 4 5 5 5 5 5 6 6 6 6 6 6 6 6 6 6 6 6 8 8 8 8 8 8 8 

2.1 4 4 4 4 4 4 4 4 5 5 5 5 6 6 6 6 6 6 6 6 6 6 6 6 8 8 8 8 8 8 8 8 

2.2 4 4 4 4 4 4 4 4 5 5 5 5 6 6 6 6 6 6 6 6 6 6 6 8 8 8 8 8 8 8 8 8 

2.3 4 4 4 4 4 4 4 4 5 5 5 5 6 6 6 6 6 6 6 6 6 6 8 8 8 8 8 8 8 8 8 8 

2.4 4 4 4 4 4 4 4 4 5 5 5 5 6 6 6 6 6 6 6 6 6 8 8 8 8 8 8 8 8 8 8 8 

2.5 5 5 5 5 5 5 5 5 5 5 5 5 6 6 6 6 6 6 6 6 8 8 8 8 8 8 8 8 8 8 8 10 

2.6 5 5 5 5 5 5 5 5 5 5 5 5 6 6 6 6 6 6 6 8 8 8 8 8 8 8 8 8 8 8 10 10 

2.7 5 5 5 5 5 5 5 5 5 5 5 5 6 6 6 6 6 6 8 8 8 8 8 8 8 8 8 8 8 10 10 10 

2.8 5 5 5 5 5 5 5 5 5 5 5 5 6 6 6 6 6 8 8 8 8 8 8 8 8 8 8 8 10 10 10 10 

2.9 5 5 5 5 5 5 5 5 5 5 5 6 6 6 6 6 8 8 8 8 8 8 8 8 8 8 8 10 10 10 10 10 

3.0 5 5 5 5 5 5 5 5 5 5 5 6 6 6 6 8 8 8 8 8 8 8 8 8 8 8 10 10 10 10 10 10 

3.1 5 5 5 5 5 5 5 5 5 5 6 6 6 6 6 8 8 8 8 8 8 8 8 8 8 10 10 10 10 10 10 10 

3.2 5 5 5 5 5 5 5 5 5 5 6 6 6 6 8 8 8 8 8 8 8 8 8 8 10 10 10 10 10 10 10 10 

3.3 5 5 5 5 5 5 5 5 5 6 6 6 6 6 8 8 8 8 8 8 8 8 8 10 10 10 10 10 10 10 10 10 

3.4 5 5 5 5 5 5 5 5 5 6 6 6 6 8 8 8 8 8 8 8 8 8 10 10 10 10 10 10 10 10 10 12 

3.5 5 5 5 5 5 5 5 5 6 6 6 6 6 8 8 8 8 8 8 8 8 10 10 10 10 10 10 10 10 10 12 12 

3.6 5 5 5 5 5 5 5 5 6 6 6 6 8 8 8 8 8 8 8 8 10 10 10 10 10 10 10 10 10 12 12 12 

 

Minimum size required for toughening = 350mm across diagonal. 

 

Please note that the chart above is also influenced, not limited, by the human impact requirements outlined in AS1288. 

For guidance on fabrication limitations for toughened glass in accordance with Australian Standards, please refer to the 

hglass ‘Processing Information’ brochure. 


